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Model Kapasite 
Capacity

Sürücü (A) 
Sq. Drive

Devir Hızı 
Idle Speed

Ağırlık 
Weight B L H2 D1 D2

# N.m inç d/d (rpm)* kg mm mm mm mm mm

TQS-065 50 - 650 3/4” 70 4.75 75 380 240 90 75

TQS-095 100 - 950 3/4” , 1” 66 6.8 75 390 240 90 75

TQS-130 100 - 1.300 1” 39 6.9 75 390 240 90 88

TQS-220 100 - 2.200 1” 18 8.2 75 420 240 90 88

TQS-300 100 - 3.000 1” 12 8.3 75 420 240 90 88

TQS-400 150 - 4.000 1.1/2” 11 9.5 95 435 240 90 99

*Boşta dönüş hızı (rpm) değerleri 4. vites içindir. *4th gear idle speed.

ELEKTRİKLİ TORK ANAHTARLARI
Kalibrasyon
Sertifikalı TQS

Akülü Tork Anahtarları
Battery Powered Cordless Torque Multipliers

»» 50 Nm – 4000 Nm tork aralığında 6 farklı model.
»» 4 hız seçenekli, çelikten mamül dayanıklı şanzıman.
»» 18V, 5 amper kapasitesinde uzun ömürlü iki batarya.
»» Kömürsüz motor teknolojisi. %30 daha fazla verim.
»» Toza karşı motor ve elektronik yapıyı tam koruma.
»» SafetyCell teknolojisi ile donatılmış Lithium-Ion akü.
»» İleri ve geri mandallı, sıkma ve sökmeye uygun tasarım.
»» Yüksek performans şarj cihazı ile 30 dakikada dolum.
»» Türkiye’de servis, yedek parça ve kalibrasyon hizmeti.
»» Öngörülen tork değerine erişim hassasiyeti ±%10.

»» Available from 50 Nm to 4.000 Nm in 6 models.
»» ± 10% precision screw tighteening operations.
»» Supplied with two batteries and quick charger unit.
»» 4 speeds gear box made by high strength alloy steel.
»» Brushless PowerDrive motor with 30% higher efficiency.
»» High performance Lithium-Ion battery with SafetyCell technology.
»» Drive and electronics are completely dust-protected.
»» The rapid charger. Fully charged in less than 30 minutes.
»» Cranked reaction arm made of high-strength aluminium.
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